
OPTIMAL PRINTER SETTINGS AT YOUR FINGERTIPS

Have other printer setting questions?  
Contact our Technical Consulting Department at

877.210.5104 (M-F 8:00 am - 5:00 pm)

Optimal Settings for Spinnaker Pressure Sensitive

Konica Minolta C8000, C6000/C7000, C70hc, C1060/C1070/C2060/C2070, C1085/C1100, C6085/C6100

X = Konica Tested & Confirmed

Item

GSM

Caliper 

(mils) Paper Type C8000

C6000/       

C7000,      

C70hc

C1060 / 

C1070 / 

C2060 / 

C2070

C1085 / 

C1100

C6085/      

C6100

DiversiPrint® 60# Gloss

Permanent and Removable                  
            

177-216

 58# Liner

DiversiPrint® 55# Gloss

Permanent

58# Liner

DiversiPrint® Ultra Matte™

Permanent  and Removable

58# Liner

DiversiPrint® 60# Bright White

Permanent

177-216 177-216

58# Liner

DiversiPrint® 60# Gloss Cover-Up

Permanent

58# Liner

DiversiPrint® 60# Ultra Matte™ Cover-Up

Permanent

58# Liner

DiversiPrint® Semi Gloss Durable

Permanent and Ultra Removable

80# Liner

X                  

217-256

X                  

217-256

239/ 236^ 8.8/ 8.7^ Coated GL 221-256
Not 

tested

163-220

163-209

217-256,    

-10 upper,        

-10 lower, 

fuser roll 

temps**

177-216

210
8.1 Coated ML 163-220 163-209 177-216 177-216206

8.3 Coated GL 163-220

202
8.3 Coated ML 163-220

193
7.0 Coated GL 163-220

177-216, 

+20 upper, 

+10 lower, 

fuser roll 

temps**

177-216

202/ 213^ 8.1 / 8.1^ Coated ML 163-220 163-209 177-216 177-216

163-209

Typical Values

Settings Used

GSM Range

198/ 209^ 7.7 / 8.1^ Coated GL 163-220 163-209

X                  
 

177-216
177-216

X                  

177-216

X                  
 

177-216

X                  
 

177-216

Matte White Digital Vinyl

Permanent  and Removable

80# Liner

Matte Clear Digital Vinyl

Permanent and Removable

80# Liner

DiversiPrint® 7 mil Teslin

Permanent

80# Liner

DiversiPrint® Digital Satin Cloth

Permanent 

80# Liner

X                  

257-300

X                  

257-300

262 11.6 Coated ML Not tested
Not 

tested

not 

tested

X               
   

257-300,     

-20 upper,         

-15 lower, 

fuser roll 

temps**

X                  

257-300,     

**   may need 

to turn double 

feed detection 

off

264/ 261^ 9.0/ 8.9^ Coated ML

251 12.2 Coated GL 257-300 not tested

Not
 Re

co
m

m
en

de
d

X                  

217-256

273/ 270^ 8.9/ 8.8^ Coated ML

Not
 Re

co
m

m
en

de
d

X                  
 

257-300

X                  
 

257-300

217-256  

**density 

adjustments 

YMC,K +1 

Gloss Clear Digital Vinyl

Permanent and Removable
Not 

Recommend-

ed

not tested not tested
X                  

177-216
264/ 261^ 9.0 / 8.9^ Coated GL

Not
 Re

co
m

m
en

de
d

not tested

X               
   

217-256,       

-20 upper,         

-15 lower, 

fuser rol l  

temps**

X               
   

217-256,     

**   may need 

to turn double 

feed detection 

off

X                  
 

177-216

X                  
 

Looking for optimal 
settings for popular digital 
equipment, including 
Canon, Konica Minolta, 
Xerox, Ricoh, MGI, and 
HP Indigo?

Settings are located at 
spinps.com.  On the 
menu at the top of 
the homepage, 
choose Products >> 
Sheet Home >> 
Sheet Printing  
Tips.

FLUORESCENTS
Look for minor shade 
changes to fluorescent 
colors transitioning 
over the next several 
months.

NATURAL CREAM
Lighter shade with 
smoother finish coming 
soon.  
Designated by New 
Shade notation on 
packaging.

Shade Changes

Pricing and item numbers remain the same

800.543.9452   Technical Consulting: 877.210.5104   
spinps.com   sales@spinps.com

Product performance depends on many variables; testing for a specific application is recommended.
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